
Operations and Instruction Manual
RB 90481 Utility Anchor 

12kN Ultimate Strength  

2.2kN Safe Working Load 

Part # 90481 

Made in the USA 

12mm  

Reusable Ladder 

Or Utility Anchor 



Ladder Anchor 
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Stabilizes Ladders for Worker Safety 



Components 
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 Main Cable  7x19 Aircraft Cable 

 End Termination  Stainless Steel 

 Spoons   Stainless Steel 

 Cleaning Bushing   Stainless Steel 

 Stop sleeve  Stainless Steel 

 Trigger   Aluminum Alloy 

 Spring   Zinc Plated Spring Steel 

 Swage   Zinc Plated Copper 

 Return Wire  1x19 Aircraft Cable 

 Plastics   Polyurethane 

Spoon 

Cleaning Bushing 

Swage 

Return Wire 

End Termination 

Stop Sleeve 

Trigger 

Spring 

Anchor Loop 



1. Follow all manufacturer’s instructions. 

2. Use only locking snap hooks or locking carabineers. 

3. Always inspect your units prior to use. 

4. Designed safe working load is 2.2kN .  

 
 

WARNING!!  
All persons using this equipment must read and understand all instructions. Failure to do so may  

result in serious injury or death.  

 

 

 

IMPORTANT!! 
Users should be familiar with pertinent regulations governing this equipment.  

All individuals who use this product must be correctly instructed on how to use this device. 

 

RB 90481Utility Anchor can be used in either concrete, rock, brick, wood or other substrates. It is the  

responsibility of the end user to verify that the substrate can withstand the loads being applied to the anchor at 

all times and that the anchor will remain fixed inside the hole. 

 

Can be placed in: 
* Horizontal surfaces 

* Vertical surfaces 

* Overhead / ceiling surfaces 
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The RB 90481 Utility anchors lend themselves to numerous  

applications including: 

 

 Staging 

 Maintenance 

 Ladder Stabilizer 

 Tool or material support 

WARNING: Do Not Use for Fall protection 



 Drill a 13mm diameter hole at least  50mm deep. 

 Use recommended drill type and size. 

 Blow hole clean with air or use the 13mm bottle brush. 

 Drill hole straight into substrate. 

 When reusing a previously drilled hole always inspect the hole carefully. 

 Insert unit at least 40mm deep into hole. 

 Set the unit with a slight tug on the anchor loop. 

 Always inspect a previously drilled hole for deformation. Drill another 

proper hole if needed. 

 Inspect the unit for damage each time you use it. If damage has occurred, 

dispose of unit. 

 Never drill hole closer than 150mm to any edge or corner. 

 Do not place unit more than 65mm deep or the retrieval will become     

difficult. 
 

 

 

For best results, use industrial grade rotary hammer drills  

and SDS drill bits.  

 

The anchor can be placed between 40mm to 65mm deep 

Inspection: 

1.     Make sure unit is straight and operates smoothly. 

2.     Make sure trigger stop is not bent or damaged. 

3.     Make sure cables are not kinked, frayed or damaged. 

4.     Make sure metal components are not damaged. 

5. Make sure metal spoons and conical end fitting operate          

        smoothly and no metal burrs have occurred. 

 

Storage and Cleaning: 

1. Blow off unit after each use with compressed air. 

2. Store in clean dry environment. 

3. Store in secure locked area. 

4. Store and put away at the end of each day’s work. 

5. Do not pile any objects on top of unit during storage. 

6. Keep unit free of grease, oils and dirt. 

7. Never lend your unit to other workers. 

 

Disposal: 

1.     Dispose of unit if cable becomes kinked or bent. 

2.     Dispose of unit if trigger stop is bent or damaged. 

3.     Dispose of unit if trigger action is rough or sticky. 

4.     Dispose of unit if return wire becomes bent or frayed. 

 

It is important that you drill your anchor hole to the  

manufacturer’s required depth and hole structure. All 

holes must be 13mm in diameter and drilled at least 50mm 

into the substrate and the bored hole walls must be straight 

and parallel. NOTE: The bored hole must be of uniform 

diameter and free of peaks and valleys on the inner wall 

surfaces.  

NEVER USE A BENT DRILL BIT!! 

When placing a anchor, Place your thumb inside the anchor loop 

and your first two fingers around the trigger. Retract the trigger 

until the spring bottoms out. With your other hand, pinch the two 

spoons between your thumb and index finger.  

 

IMPORTANT: Hold the trigger fully retracted while inserting 

the unit into bottom of the hole. DO NOT force the unit into the 

hole. Insert the unit slowly and gently.  
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For easy removal drill a 13mm hole straight into substrate 



If a anchor becomes stuck, insert a punch, screwdriver or pointed object into the 

hole until the tip rests on the striker plate Give a LIGHT, blunt tap with a hammer 

or heavy object. The Striker Plate will be easily visible at the edge of the hole. 
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The metal Stop Sleeve 

must be inserted half 

way into the hole. 

Anchor inserted into 

the hole 40mm  

P&P Safety Limited. 131 New John Street, Aston, Birmingham, B6 4LD. 

Tel +44 (0)121 359 4561 

EMAIL   sales@ppsafety.co.uk

www.ppsafety.co.uk 


